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a g  P r o d u c t s

With an extensive range of sizes, as well as the most durable fabrication in the industry, Free Form Plastics 
delivers tanks you can rely on for almost any application.  If you canõt find a tank to suit your needs, call us 
and weõd be happy to help you.

Free Form Plastics manufactures 3 versions of tanks: first, the Standard-Duty (SD) version which is used 
for water and other liquids with densities up to 14 lb per gallon, second, is our Heavy-Duty (HD) version 
specifically designed for liquid fertilizers and other liquids with densities up to 20 lb per gallon.  The third 
tank version is our revolutionary patented Gen2 tank construction.  The Gen2 tank is manufactured with a 
white exterior and a black interior.  The black interior blocks the sunõs UV rays and prevents algae growth.  
The white exterior reflects the sunõs heat and helps to maintain the tankõs structural integrity.

With almost two decades of experience in tank manufacturing, Free Form Plastics offers the best tanks in the 
industry for durability, and the safe storage and transportation of liquids. 

tank options
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features

Å All tanks have UV8 protection to prevent 
deterioration from sunlight.

Å All tanks over 500 imperial gallons come standard 
with tie down lugs, 16" vented lid, gallonage 
indicator, bulkhead fitting and interior siphon tube 
for more complete drainage. 

Å Optional 2" heavy-duty bulkhead fitting is available 
in lieu of standard 3" on all large size tanks. 

Å All tanks are available in translucent white or black. 
(Black eliminates algae formation.)

Å Sight gauges available to allow product visibility in 
black tanks.

Å All translucent and black tanks are potable and 
manufactured from materials that meet FDA 
Regulations 21 CFR 177.1520 and may be used to 
contain materials for human consumption.

Å Heavy-duty tanks are typically used to contain 
liquids with densities up to 20 lb per gallon.

Å Standard duty tanks are typically used to contain 
liquids with densities up to 14 lb per gallon.

Å Heavy-duty tanks carry a five (5) year warranty 
against defects in workmanship.

Å Standard duty tanks carry a three (3) year warranty 
against defects in workmanship.

CAPACITY SPECIFICATIONS

 5000 6000 120" 139" 16" 3" HD 2298 2299 2415 2416

 3700 4440 104" 134" 16" 3" HD 1332 1333 1334 1335

 2500 3000 102" 93" 16" 3" HD 1328 1329 1330 1331

 2000 2400 102" 78" 16" 3" HD 1324 1326 1325 1327

 1750 2100 92" 88" 16" 3" HD 1056 1054 1047 1053

 1500 1800 102" 60" 16" 3" HD 1425 1426 1427 1428

 1400 1680 92" 68" 16" 3" HD 1411 1412 1413 1414

 1250 1500 88" 68" 16" 3" HD 1407 1408 1409 1410

 500 600 57" 60" 8" 2" HD 1373 1153 1429 1430

IMP. 
GAL.

U.S. 
GAL.

DIM. 
A

DIM. 
B

LID 
SIZE

STANDARD 
FITTING

PART NUMBER

SD WHITE 
PART #

HD WHITE 
PART #

SD BLACK 
PART #

HD BLACK 
PART #

Specifications Vertical Flat Bottom Tanks

Vertical Flat & Cone Bottom tanks
Available in translucent white, black, or Gen2 algae prevention colors  Å Cone bottom tanks feature a 10 
degree slope which means lower overall heights, complete drainage of the product and a more stable 
load when transporting  Å HD reinforced ribbed dome to prevent sagging  Å 4 load/unload hooks to offer 
easy handling when tank is empty  Å Durable vented lid  Å Calibrated to indicate fluid levels  Å Quality 
heavy duty fittings with siphon tube for better drainage
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Å Free Formõs 1750 imperial gallon flat bottom tank is specifically designed to fit most truck 
boxes where larger capacities are needed but the truck box width is limited.
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CAPACITY SPECIFICATIONS

 3700 4440 104" 136" 10Á 16" 3" HD 1341 1339 1431 1432

 2500 3000 102" 95" 10Á 16" 3" HD 1342 1338 1433 1434

 2000 2400 102" 80" 10Á 16" 3" HD 1343 1340 1435 1436

 1500 1800 102" 62" 10Á 16" 3" HD 1400 1401 1402 1403

 1400 1680 88" 76" 10Á 16" 3" HD 1419 1420 1421 1422

 1250 1500 88" 70" 10Á 16" 3" HD 1415 1416 1417 1418

 22 26.4 22-ĳ" 21-Ĳ" 10Á 12" 3/4" 1148 N/A N/A N/A

 12 14.4 19" 16-ĳ" 10Á 12" 3/4" 1055 N/A N/A N/A

IMP. 
GAL.

U.S. 
GAL.

DIM. 
A

DIM. 
B

DIM. 
C

STANDARD 
FITTING

PART NUMBER

SD WHITE 
PART #

HD WHITE 
PART #

SD BLACK 
PART #

HD BLACK 
PART #

Specifications Vertical Cone Bottom Tanks 

LID 
SIZE

Specifications Vertical 1750 Imp. Gal. Flat Bottom Tank 

CAPACITY SPECIFICATIONS

 1750 2100 80" 88" 92" 26" 16" 3" HD

IMP. 
GAL.

U.S. 
GAL.

DIM. 
A

DIM. 
B

DIM. 
C

LID 
SIZE

STANDARD 
FITTING

DIM. 
D
















































